AV Sticke version 1.0.74

The AV Sticke ArcView extension works in conjunction with the Stick-e
Notes Pal m Pil ot application. The Stick-e Suite is NOT a California
Department of Fish and Ganme product. This docunent does not contain any
i nformati on about use of the Stick-e Notes application. Please, read
the Stick-e Note user manual, StickeSuiteV2User Manual .doc for usage and
installation instructions.

(see StickeNotes section below for nore information)

The AV Sticke ArcView extension requires the follow ng:
= installed software =

- ArcView 3. 2a

- Pal m Desktop 4.0.1

- Pal m Hot Sync Manager 4.0

- Stick-e Suite (PalmPilot Application and related PC hotsync conduit)
- AV Sticke Extension

- AV Xlinx Extension (required only if using the automatic hotlinking)

= hardware =

- PalmPil ot capable of running the Stick-e Notes suite and interfacing
with a GPS

- GPS unit that is NMEA conpliant and capable of interfacing with Palm
Pi | ot

- An appropriate interface cable

- Digital canmera that has a supporting canera script within AV Sticke
(required only if photo | ogging)

The foll owi ng guidelines assunme full use of AV Sticke functions

i ncl udi ng photo | ogging. Non-photo |ogging suggested setups and
protocols deal nmainly with a project based, nultiple PalmPilot data
collection effort but are highly recommended. References to recording
i nformati on assunes data is stored in a database.

= Canmeras =

- standardi ze the type of digital caneras you will be using (brand,
nodel etc...)

- record and use serial nunbers as primary IDs for caneras and ot her
equi pnent

- record firmvare version (if possible)



- record nedia type and if possible the serial nunbers of the nedia
cards (or sonme other id)

- standardi ze nam ng convention for inmges the canera output(s) or
accept the defaults

- standardize the initial storage |ocation and archiving | ocation of
phot os

- standardi ze the location of the feature shapefile (location of data
col | ection)

- standardi ze the image format that the camera outputs (if camera
support nore than one)

= Crews =

- record their full nanes

- record correspondi ng pal m user nanes

(could match fullnames or usually a abbreviated version)

St andardi ze this however, ny suggestion is to nmeke the pal m usernane
mat ch their network | ogin names which will hopefully match their "nane
part of their enmil addresses.

- team assignnment (typical, since sonme nenbers nmight go with another
t eam on occassi on)
- train users on use of software and protocols
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- record the type of gpss you will be using (brand, nodel etc...)

- record serial nunbers

- record firmnare version

- standardize the full path to the area in which the gps data downl oaded

will be initially stored on the conmputer and the archive | ocation
= Conputer =
- record the nanme and ip of the conputer(s) that teanms will be synching

their palmpilots; perhaps one, but multiple is okay too, but users wll
need to access all of the standardi zed project storage |ocations
di scussed above.

- setup a central conputer that will house the digital imges and
stickenotes archives; record the conputer nanme and ip and the sharenane
and path for the archive area

Al of the above information is necesary for the follow ng:

- in order to populate picklists on the stickenotes entry on the palm
pi | ot

- to create a general table to store user, canera and gps data for this
and ot her uses



- the canera file nam ng convention and initial storage info is really
i mportant since this will allow a great deal of automation to occur. |
will need at least this so that | can wite the canera scripts that may
fully automate the process

= StickeNotes =

StickeNotes was created by Jason Pascoe and Nick Ryan Copyright © 1996-
1999 and can be downl oaded at:

http://ww. cs. ukc. ac. uk/ peopl e/ st af f/ nsr/ nobi conp/ Fi el dwor k/ Sof t ware/ i nd
ex. htm

The user manual can be found online at:
http://ww. cs. ukc. ac. uk/ peopl e/ st af f/ nsr/ nobi conp/ Fi el dwor k/ Sof t war e/ Pi
ot/ Onl i neManual / Sti ckeV2User Manual . ht m

- data types not supported

Not epad and SubNote are not supported

- Notes about the range option

Ranges are two nunber val ues, however they are stored in the the ArcView
attribute table in one character field in comma-delimted format.

Upon installation of StickeNotes on your PalmPilot, a default (blank);
Sticke Plate Tenplate is installed. However, there is a replacenment PDB
in the c:\avsticke directory called, StickeDB.pdb that contains an
exanpl e of the PhotolLog tenpl ate dat abase.

= Current Beta Testing Clean-up Notes =

The foll owi ng describes the steps to "clean-up" AV Sticke prior to
installing a new version or for continuing re-testing.

1) Start an ArcView session and add the table, xlink.dbf fromthe
D: \ ESRI\ AV_G S30\ ARCVI EW ETC directory.

2) Examine the records and find any records that have Sticke shapefile,
values in the "Xlsrc" field (eg. "d:\data\photol og\ phot ol og. shp").
Wite down the values in the "Xl src" and "Xl tab" fields.

"XIsrc" will be path values to a shapefile such as
"d: \ dat a\ phot ol og\ phot ol og. shp" where 'photol og' is the name of the



Sticke table. The "Xltab" field will contain a dbf nanme such as
"xI| f4.dbf".

3) Delete the record(s) that have the Sticke shapefile path in the
"Xl src" field.

4) Save the table edits and then quit ArcView wi thout saving.

5) Go to the D:\ESRI\ AV_G S30\ ARCVI EW ETC directory and del ete the
following files if they exist:

- avscam dbf (after full testing of canmera script dialog etc... can omt
del eti on)

- ppcond. t xt

- ppuser.txt

6) Delete any of the "xlIf#. dbf" files that you noted in step #2.

7) Delete any of the diretories that you noted earlier in step #2.
Using the exanple, in step #2 above; | would delete the directory:
d:\dat a\ photolog\ and all its contents.

8)CGo to the directory D:\ESRI\ AV_G S30\ ARCVI EW and edit the file,
df gavx.ini. You can use notepad for this purpose. Find the listing for
AV Sticke which should | ook sonmething like this:

[avsti cke]

debug=FALSE

spl ash=true

avsti ckehorme=D: \ ESRI \ AV_G S30\ ARCVI EW et ¢
pal mhome=d: \ Pal m

def aul t user =i oshi ma

defaul tdirectory=i oshim

Phot ol og=d: \ dat a\ Phot ol og

This entry will probably be at the bottom of the dfgavx.ini file
Del ete these |lines fromthe dfgavx.ini and save the file.

9) Get a new copy of AV Sticke and re-install the extension.

10) Go to the directory D:\ESRI\AV_G S30\ ARCVI EW and find the file,
avsticke.log. Gve a copy of this file to Isaac along with the beta
testing notes that you made during testing. Delete the avsticke.log
file.

= Known Bugs =

- This bug actually relates to the Xlinx extension, but since this
extension is called and used by AV Sticke users to view the
hotlinked i mages, | have listed it here. Wen view ng hotlinked



i mges, if you delete a hotlink record in the AV Xlinx dial og; you

will get an error message that you are trying to access a deleted
record. At this point, you will have to save the project and re-
open.

When you specify a polygon shapefile for the extension to use to
spatially index the photo files, the setting does not always get
saved properly the first tine. You'll need to double-check it.



